ASSAM ENGINEERING INSTITUTE
CHANDMARI, GUWAHATI

ASSAM -781003
Tel:- 0361-2134633
E-mail:principal.aei@gmail.com
Website: aei.org.in

Ref No.: AEI/AICTE-NEQIP/2013-14/5414(B) dated 16/11/2015

NOTICE INVITING TENDER (NIT)
FOR SUPPLY & INSTALLATION OF VIDEO SURVEILLANCE SYSTEM TO ASSAM
ENGINEERING INSTITUTE UNDER AICTE-NEQIP PROJECT
(LIST XXIV)

The Principal, Assam Engineering Institute invites quotation for supply & Installation of
Machines & Equipments as per details at ANNEXURE-IV, in Two Bids to reach the undersigned on
or before 31/11/2015

Sl Reference no. Items Qty EMD (Rs.) Tender
No. in the form Document
of DD (to Fee (Rs.)
be in the
submitted form of
with DD (to be
Technical submitted with
Bid) Technical Bid)
01. | AEI/AICTE- Supply & Installation of One @2% 500.00
NEQIP/2013- | Video Surveillance System | Package
14/5414(B) to be installed at Assam
dated Engineering Institute,
16/11/2015 Chandmari, Guwahati,
Assam
(1). Last date & Time for Submission: 31/11/2015 (14.00 HRS)

(2). Date/Time for Opening of Tech. Bids: 31/11/2015 (14.30 HRS)

After evaluation of technical bids, financial bids of the successful bidders will be opened on a
later date which will be notified in the Institute website
Venue of Bid Opening: At Office of Assam Engineering Institute, Chandmari, Guwahati, Assam

BID INSTRUCTION:

01. Quotations will have to be submitted in TWO Bids. The address of the firm submitting the
guotation and the Officer to whom the quotation is addressed must appear distinctly on sealed
covers. Further, on sealed cover, the following are to be written:

QUOTATION FOR SUPPLY & INSTALLATION OF VIDEO SURVEILLANCE SYSTEM
TO ASSAM ENGINEERING INSTITUTE UNDER AICTE-NEQIP PROJECT (LIST
XXIV). NIT REF NO. .cccovvuieiinininnnen. B ) |

02 Submission of Compliance Certificate: Duly filled and signed Compliance Certificates (as per
formats at Annexure | (A & B) are must with the Technical bid.



03.

Bid not transferable: The bid documents are not transferable and the seal and signature of the
authorized official of the firm’s must appear on all the papers and envelopes submitted.

QUALIFICATION REQUIREMENTS

1. The Bidder should be a firm of reputation having sufficient expertise and experience in the
subject tender with sound warranty / service support capability and authorization from
manufacturers.

2. The Bidder has to Quote for all the items in the NIT. Bidders who do not Quote for all the
items are subject to be disqualified.

3. Sealed quotations must be affixed with court fee stamps of Rs. 8.25 (Rupees eight and paisa
twenty five) only without which no quotation will be accepted.

NIT TERMS & CONDITIONS:

02.

03.

04.

05.

06.

07.

01. Rates: Rates quoted in the Price Bid should be on DOOR DELIVERY at AEI, Guwahati
basis, as per details below:

Sl Particulars Rate
No.

I Basic Price (per unit) with installation and commissioning

Total

Taxes(pl. give break up)

Grand Total for door delivery of the item at AEI Premises

Bidders shall indicate their rates in clear/visible figures as well as in words and shall not
alter/overwrite/make cutting in the quotation. In case of a mismatch, the rates written in words
will prevail.

Validity of Quotation: Quoted rates must be valid for 90 days from the date of quotation.

Warranty: The quoted equipment and components must be warranted for a minimum of one
Year or period specified against the item.

Literature a must: All the quotations must be supported by the printed technical leaflet/literature
and the specifications mentioned in the quotation must be reflected/ supported by such printed
technical leaflet/literature. The model and specifications quoted should invariably be highlighted
in the leaflet/literature for easy reference.

After Sales Service: Vendors should clearly state the available nearest after sales service facilities
in the region, without which their offers will be rejected.

Dealership Certificate: Dealers or Agents quoting on behalf of Manufacturer must enclose
valid dealership certificate.

Earnest Money:

Refundable earnest money deposit (EMD) @ 2% on Total Quoted Price through demand draft
drawn in favour of “The Principal, Assam Engineering Institute”, payable at Guwahati, will have
to accompany the technical Bid. The EMD of unsuccessful bidders shall be returned after award
of contract. EMD of the successful bidder will be released on submission of the Performance.
Offers received without Earnest Money or valid Certificate shall be summarily rejected.



08.

09.

10.

11.

12.

13.

14.

15.

16.

17.

Performance Bank Guarantee (PBG): In case of items with order value of Rupees Five Lakhs
(INR 5,00,000/-) and above, the successful bidder shall furnish an unconditional PBG (as per
format at Annexure Il) for 5% of the Purchase Order value from a scheduled Bank of India, after
receiving the purchase order. Where the PBG is obtained by a foreign bank, it shall be got
confirmed by a Schedule Indian bank and shall be governed by Indian Laws and be subject to the
jurisdiction of courts at Guwahati. The PBG shall guarantee that,
(a) The Vendor guarantees satisfactory operation of the Equipment & components against poor
workmanship, bad quality of materials used, faulty designs and poor performance.
(b) The Vendor shall, at his own cost, rectify the defects/replace the items supplied, for defects
identified during the period of guarantee.
(c) This guarantee shall be operative from the date of installation till 60 days after the warranty
period.

Delivery:

a) Time Limit: Maximum within 10-12 Weeks from the date of issue of this purchase order.

b) Safe Delivery: All aspects of safe delivery shall be the exclusive responsibility of the
vendor. At the destination site, the package will be opened only in the presence of AEI
user/representative and vendor's representative. The intact condition of the package and the
seal/indicators for not being tempered with, shall form the basis for certifying the receipt in
good condition.

c) Insurance: The supplier is to establish ‘All Risk Transit Insurance’ coverage till door
delivery at AEI, Guwahati, Assam.

d) Part Delivery: Acceptance of part delivery shall be a prerogative of the institute.

Conditional tenders not acceptable: All the terms and conditions mentioned herein
must be strictly adhered to by all the vendors. Conditional tenders shall not be accepted
on any ground and shall be rejected straightway. Conditions mentioned in the tender bids
submitted by vendors will not be binding on AEI, Guwahati.

Road Permit: Assam Engineering Institute will not provide any Road Permit to the Vendors.

VAT deduction at source: In case of suppliers within Assam, VAT deduction at source, as per
Order/ notification of the Govt. of Assam will be applicable.

Late and delayed tender: Late and delayed tender will not be considered. In case any
unscheduled holiday occurs on the prescribed closing/opening date the next working day shall be
the prescribed date of closing/opening.

Payment: Payment will be released only after successful completion of installation and
acceptance, Demo and Test run etc.

Enquiry during the course of evaluation not allowed: No enquiry from the bidder(s) shall be
entertained during the course of evaluation of the tender till final decision is conveyed to the
successful bidder(s). However, the Purchase Committee or its authorized representative may
make enquiries/seek clarification from the bidders. In such a case, the bidder must extend full co-
operation. The bidders may also be asked to arrange demonstration of the offered items, in a
short period of notice.

The acceptance of the quotation will rest solely with the Principal, AEI, who in the interest of the
Institute is not bound to accept the lowest quotation and reserves the right to himself to reject or
partially accept any or all the quotations received without assigning any reasons.

Force Majeure:
If the performance of the obligation of either party is rendered commercially impossible by any of
the events hereafter mentioned that party shall be under no obligation to perform the agreement



under order after giving notice of 15 days from the date of such an event in writing to the other
party, and the events referred to are as follows:
i. Any law, statute or ordinance, order action or regulations of the Government of India,
ii. Any kind of natural disaster, and
iii. Strikes, acts of the Public enemy, war, insurrections, riots, lockouts, sabotage.

18. Applicable Law:

() The contract shall be governed by the laws and procedures established by Govt. of India and
subject to exclusive jurisdiction of Competent Court and Forum in Guwahati/Assam.

(b) Any dispute arising out of this purchase shall be referred to The Principal, Assam Engineering
Institute, Guwabhati, Assam and if either of the parties hereto is dissatisfied with the decision,
the dispute shall be referred to the decision of an Arbitrator, who should be acceptable to both
the parties, to be appointed by the Principal of the Institute. The decision of such Arbitrator
shall be final and binding on both the parties.

Sd/-

Principal,
Assam Engineering Institute,
Chandmari, Guwahati

Encl.: ANNEXURE-I, ANNEXURE-11, ANNEXURE-IIl, ANNEXURE-IV & ANNEXURE-V



Annexure -1

A. COMPLIANCE CERTIFICATE FOR NIT TERMS
(To be enclosed in the Technical bid)

SI. No. | NIT Terms and Conditions Yes/No
01 Rate quoted as per instruction
02 Validity of quoted rate for 90 days agreed
03 EMD submitted (appropriate certificate enclosed)
04 PBG term agreed
05 Payment term agreed
06 Delivery terms agreed
07 Warranty period agreed
08 Literature: Printed Literature provided
09 Dealership / distributorship certificate (in case of dealers/agents) provided
10 Sales Service: address of after Sales Service centre in India (for imported goods)/ in
the region provided
11 Applicable law terms agreed
Signature with Seal:..................
Vendor: M/s.........ocooviiniinnnnn..
B. COMPLIANCE CERTIFICATE FOR SPECIFICATIONS
(One for each item must to be enclosed in the Technical bid)
Item SI. No.
e Complied
- *
Specifications as per Annexure-1V Quoted Item Specs. (Yes/No)

* Vendor must quote the parameter specification of the quoted product in this column and

not just copy the specification from the tender call document. Failure to do so will lead to
rejection of the tender.




Annexure -11

PERFORMANCE BANK GUARANTEE

To:

The Principal,
Assam Engineering Institute,
Guwabhati, Assam

WHEREAS ... (Name of Supplier) hereinafter called "the
Supplier" has undertaken, in pursuance of Contract No................ dated.,......... 20... to
SUPPIY .ot e (Description of Goods and Services) hereinafter

called "the order".

AND WHEREAS it has been stipulated by you in the said order that the Supplier shall furnish you
with a Bank Guarantee by a recognized bank for the sum specified therein as security for compliance
with the Supplier's performance obligations in accordance with the order.

AND WHEREAS we have agreed to give the Supplier a Guarantee:

THEREFORE WE hereby affirm that we are Guarantors and responsible to you, on behalf of the
Supplier, up to atotal of ... e ———— (Amount of the Guarantee
in Words and Figures) and we undertake to pay you, upon your first written demand declaring the
Supplier to be in default under the order and without cavil or argument, any sum or sums within the
limitof ..o (Amount of Guarantee) as aforesaid, without your needing to prove or to
show grounds or reasons for your demand or the sum specified therein.

This guarantee is valid until the ........ day of.....c.cccevnes 20......

All correspondence with reference to this guarantee shall be made at the following address:

The Principal,
Assam Engineering Institute,
Guwahati, Assam-781003



Annexure -111

MANUFACTURERS' AUTHORIZATION FORM

No. Dated

The Principal,
Assam Engineering Institute,
Guwabhati, Assam

Dear Sir,
AT/t who are established and reputable
ManUTACtUIETS OF ... .o i e having factories at-
(address of factory) do hereby certify
111 O PR
........................ (Name of the Authorised Dealer)is our authorized dealer to quote against your
tender enquiry no
Last Date of Submission is:
No other Company other than .. .. . ...(Name
of the Authorized Dealer) is authorlzed to quote of our products agalnst thls Tender Enquwy
Nt e

Yours faithfully,

(Name)

(Name of manufacturers)



Annexure -1V

TECHNICAL SPECIFICATIONS

SI.

No.

Iltem

Technical Specifications

Quantity
(Nos.)

Digital Video Recorder
(DVR)

Dahua 32 Channel With Network Support,
HDCVI/Analog/IP Video input, H.264 dual-
stream video compression, HCVR4224 /
4232AN-S2: All channel 720P recording, 8
channel synchronous realtime playback,
GRID interface & smart search,
HDMI/VGA/TV simultaneous video output,
Support 2 SATA HDDs up to 8TB, 2
USB2.0, ONVIF Version 2.4 conformance,
Support Multi-brand network cameras,

3D intelligent positioning with Dahua PTZ
dome camera, Multiple network monitoring:
Web viewer, CMS(DSS/Smart PSS) & Smart
Phone (DMSS), 1 yr Warranty,

Details as per Annexure V

1

Camera

Night vision BULLET Infrared Camera,
1/2.9" 1 MP HQIS Pro Image Sensor,
25/30fps@720P, Day/Night(ICR), AWB,
AGC, BLC, 6mm Lens, IR Range of 30 Mtr.,
IP66, 1 yr Warranty,

Details as per Annexure VI

18

Camera

Night vision BULLET Infrared Camera,
1/2.9" 1 MP HQIS Pro Image Sensor,
25/30fps@720P, Day/Night(ICR), AWB,
AGC, BLC, 2.8~12mm Lens, IR Range of 50
Mtr., IP66, 1 yr Warranty,

Details as per Annexure VII

14

Power Supply For
Camera

Multiple/Single power supplies capable of
powering up minimum of 32 cameras as per
requirement, 12V CP Plus- 16 CHANNEL
CCTV Power Supply Solution (CP-DPS-
MD50-12D), CP-DPS-MD200-12D,

Input voltage: 180~264VAC, Output voltage:
12V DC, Current Range: 0~20A, Ripple &
Noise (max.): 100mVp-p, Rated Power:
240W, Voltage Adj. Range: 11.4~13.2V,
Voltage Tolerance: £2.0%, Line Regulation:
+1.0% , 1 yr Warranty

Bayonet Neill-
Concelman (BNC)
Connectors

High quality copper BNC & POWER
connectors, 1 yr Warranty

96

Video Balun

Good Quality Video Balun (Signal
Amplifiers) as per requirement, Supply
condition: No auxiliary power required,
Transmission effect: Real-time transport

32 pair




NTSC, PAL and SECAM video formats
signal, Transmission distance: 0-300m (with
passive transmitter), 0-1500m (with active
transmitter), Anti-interference: Plug and play
without debugging, anti-thunder/ anti-static/
anti-interference with sets smoothing,
Structure: Metric system BNC coaxial cable
interface, press-fitting of amphenol
connector, Anti-interference: >60dB, Level of
protection: 4000V, 1 yr Warranty

7 | CCTV Cable Single Strength RG59 / RG6 Coaxial Cable, 15,000 mtr
1 yr Warranty (approx)
8 | Power Cable Good Quality Power Cable for Cameras 5,000 mtr
(Copper ), 1 yr Warranty (approx)
9 | Monitor 42 inch LED SMART TV for simultaneous 1
viewing of 32 cameras, 1 yr Warranty
10 | UPS 2 KVA, 1 hour backup 1
1 yr Warranty
11 | Surveillance Hard Disk | AV HDD SATA 5200 rpm, 2 TB, 1
1 yr Warranty
12 | Installation, Cable Installation of Cameras, Cable laying LS
Laying, etc (Covered & Uncovered), Wall Mounting of
Devices (Monitor, Power Supplies), Other
Electrical Items
13 | Requirements & a) Training LS

Conditions

b) 1 Year Warranty & Maintenance
c) Additional Two Year Annual Maintenance




Annexure -V

Specifications for Dahua HDCVI DVR HCVR4224/4232AN-S2

Model

Main Processor

Operating System

Input
HDCVI
Standard Analog

IP

Input
Output
Two-way Talk

Interface
Resolution
Display Split
Privacy Masking
OsD

Video/Audio Compression
Record Rate
Extra Stream
Bit Rate
Record Mode

Record Interval

Trigger Events

Video Detection

Sync Playback
Search Mode

Playback Functions

Backup Mode

Ethernet

Network Functions

Main Stream:

DH-HCVR4224AN-S2 DH-HCVR4232AN-S2
System
Embedded processor
Embedded LINUX
Video
24 channel, BNC 32 channel, BNC
720P HDCVI Camera
NTSC/PAL
Support 2ch 1080P/4ch 720P IP Camera
Audio
1 channel, RCA
1 channel, RCA
Reuse audio input/output channel 1
Display
1 HDMI, 1VGA, 1TV
1920x1080, 1280x1024, 1280x720, 1024x768
1/4/8/9/16/25 1/4/8/9/16/25/36
4 rectangular zones (each camera)
Camera title, Time, Video loss, Camera lock, Motion detection, Recording
Recording
H.264/G.711
720P/960H/D1(1~25/30fps)
CIF/QCIF(1~12/15fps)
48~4096Kb/s
Manual, Schedule(Regular(Continuous), MD), Stop
1~60 min (default: 60 min), Pre-record: 1~30 sec, Post-record: 10~300 sec
Video Detection & Alarm
Recording, PTZ, Tour, Alarm out, Video Push, Email, FTP, Snapshot, Buzzer & Screen tips
Motion Detection, MD Zones: 396(22x18), Video Loss & Camera Blank
Playback & Backup
1/4/9/16
Time/Date, MD & Exact search (accurate to second)
Play, Pause, Stop, Rewind, Fast play, Slow play, Next file, Previous file, Next camera,
Previous camera, Full screen, Repeat, Shuffle, Backup selection, Digital zoom
USB Device/Internal SATA burner/Network
Network
RJ-45 port (10/100M/1000M)
HTTP, IPv4/IPv6, TCP/IP, UPNP, RTSP, UDP, SMTP, NTP, DHCP, DNS, PPPOE,



DDNS, FTP, IP Filter, SNMP, P2P

Max. User Access 128 users
Smart Phone iPhone, iPad, Android, Windows Phone
Storage
Internal HDD 2 SATA ports, up to 8TB

Auxiliary Interface

USB Interface 2 ports(1 Rear), USB2.0
RS485 1 port, For PTZ control
General
Power Supply DC12V/5A
Power Consumption 15W/(without HDD)
Working Environment -10°C ~+55°C / 10%~90%RH / 86~106kpa
Dimension(WxDxH) 1U, 375mmx285mmx55mm

Weight 2.35KG(without HDD)



Annexure VI
Specifications for Camera CP Plus CP-VCG-T10L3

Image Sensor1/2.9" 1 MP HQIS Pro Image Sensor
Minimum Illumination 0.1Lux@F1.2(AGC ON), 0 lux IR on
Shutter SpeedPAL:1/50~1/100000s NTSC:1/30~1/10000S
White Balance Auto

Gain Control (AGC) Auto

Lens 6mm

S/N Ratio N/A

Video Output N/A

Video Streaming720P@25 fps

ICR Supports

IRIR Range of 30 Mtr.

No. of IR LEDs 36

Operating Temperature-20°C~+55°C

Power Consumption 300mA

Power SourceDC12V (£10%) 50mA~65mA

Weight0.45 Kg.

Dimension 176.5mm x 77.7mm X 67.7mm
Humidity-10%~90%

Annexure -VI|I
Specifications for Camera CP Plus CP-VCG-T10FL5

Image Sensor1/2.9" 1 MP HQIS Pro Image Sensor
Minimum Illumination 0.1Lux@F1.2(AGC ON), 0 lux IR on
Shutter SpeedPAL:1/50~1/100000s NTSC:1/30~1/10000S
White Balance Auto

Gain Control (AGC) Auto

Lens 2.8~12 mm

Video Streaming720P@25 fps

ICR Supports

IRIR Range of 50 Mtr.

No. of IR LEDs48

Operating Temperature-20°C~+55°C
Humidity-10%~90%

Power Consumption 390mA

Power SourceDC12V (£10%) 50mA~65mA

Weight900g

Dimension 240mm x 126mm x 88.8mm



